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January 27, 2009
TO: ATTACHED MAILING LIST
WDID NO. 6B260300004

TENTATIVE REVISED WASTE DISCHARGE REQUIREMENTS FOR CHALFANT
CLASS Il LANDFILL, Mono County

Enclosed are tentative Waste Discharge Requirements (WDRs) for the above subject.

The California Regional Water Quality Control Board requests that you review the
enclosed documents and provide us with your written comments no later than
February 24, 2009. Comments received after that date cannot be given full
consideration in preparation of the recommended Board Order to be presented to the
Regional Board for adoption at the meeting scheduled for April 16, 2009.

If you need further information regarding the WDRs, please contact Brianna Bergen at
(760) 241-3523.

Sincerely,

heefll

Rebecca Phillips
Office Technician

Enclosures: Tentative Board Order
Comment form

cc. Mailing List

California Environmental Protection Agency
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.'f_In order to ensure that the State of"Callforma Lahontan Regio

‘written material, it is necessary to submit it at least ten (10) days before
‘the Regional Board: Meetmg Pursuant tof-T1tle_;23 of the California Code of 5

'written testimony into evidence unless the proponent can demonstr te o

Quality Control Board has the opportunity to fully study and consider _}5;13-'-""

Regulatlons, Sectlon 648.2, the Regtonal Board may refuse to admit ..

why he or she was unable to submit the material on time or that -
compliance with the deadline would otherwise create a hardshlp If any
other party demonstrates prejudice resulting from admission of the written
testimony, the Regional Board may refuse to admit it.

COMPLETE FORM AND RETURN

CA Regional Water Quality Control Board, Lahontan Region
14440 Civic Drive, Suite 200

Victorville, CA 92392

ATTN: Brianna Bergen

Comments TENTATIVE REVISED WASTE DISCHARGE REQUIREMENTS FOR
CHALFANT CLASS Il LANDFILL,

We concur with proposed requirements
We concur; comments attached

We do not concur; comments attached

(Sign)

(Type or print name)

{Organization)

(Address)

(City and State)

(Telephone)

California Environmental Protection Agency

1‘{3 Recyeled Paper
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
LAHONTAN REGION

BOARD ORDER NO. R6V-2009-(TENTATIVE)
WDID NO. 6B260300004

REVISED WASTE DISCHARGE REQUIREMENTS
FOR

CHALFANT CLASS Il LANDFILL

Mono County

The California Regional Water Quality Control Board, Lahéft
finds:

n Reg

1. - Discharger

On March 3, 2008, the County of Mono submitted.a complete revised Final Closure
and Posiclosure Maintenance Plan.for the Chalfan’r_CIass lil Landfill. Forthe

purpose of this Water Board Order (Order), the County of Mono is referred to as the
"Discharger.”

2. Landfill

The Chalfant Class:|| L L municipal solid waste facility. It stopped
acceptlng waste in 2004,__ For the:p grposes of this Order, the Chalfant Class Il

3. Order Ijigf%rv

“‘Water Board adopted Board Order No. 6-01-58 on October 10, 2001, which
revised the: Waste Dlscharge Requirements (WDRs) for the Landfill. The Water
Board preVIoust adopted WDRs for the Landfill in Board Order 6-72-52, which was
opted on August 10, 1972. Board Order No. 6-93-100-31 was adopted on
September 9,1993, and amended the WDRs to incorporate the requirements of
Tltte 40 Code of Federal Regulations (CFR), Parts 257 and 258 (Subtitle D) as

Resolution No. 93-62. Board Order No. 6-72-52A1 amended Board Order No. 6-
72-52 and was adopted on September 14, 1995. This site is closed and is no
longer being used for disposal of wastes.
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4,

Reason for Action

The Water Board is issuing Closure WDRs to require the Discharger to achieve
compliance with the requirements of California Code of Regulations (CCR), title 27,
section 20385(a-c}, section 20415(a-e), section 20420(a-k), section 20950 (general
closure and postclosure maintenance standards), and section 21090 (closure and
postclosure maintenance requirements for solid waste landfills). The site stopped
receiving waste in 2004, and an interim cover has been placed oii-the si

This Order shall remain in effect until it is determined therezare
problems or threat of water quality problems.

Landfill Location

Waste:Classification

The Landfill received waste from the community of Chalfant. The waste is defined
in Sections 20220 and 20230, title 27, CCR, as non-hazardous solid waste and
inert, respectively. The waste is defined as municipal solid waste in Subtitle D.

Waste Management Unit Classification

Pursuant to Section 20260, title 27, CCR, the Landfill is classified as a Class |l
waste management unit.
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10.

14.

Subtitle D Regulations Compliance Status

Board Order No. 6-93-100-31 required the submittal of several items in order for the
Landfill to comply with Subtitle D. The Discharger submitted complete information
regarding the acceptance of liquids, the existing waste footprint, the distance from the
Landfill to the nearest drinking water source, and whether the Landfill is located in a
100 year floodp]ain or a wetlands. The above listed items submitted:in accordance
implemented by State Water Resources Control Board (SWR

No. 93-62. £

Water Quality Protection Standard

Detectson Monltonnq

Pursuant to Section 20420, title 27, CCR, the Discharger has been conducting a
Detection Monitoring Program (DMP). The current DMP has been designed to
monitor the groundwater for evidence of a release.
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15. Evaluation Monitoring

An Evaluation Monitoring Program (EMP) is required, pursuant to Section 20425,
title 27, CCR, which evaluates evidence of a release if detection monitoring and/or
verification procedures indicate evidence of a release.

16. Corrective Action

A Corrective Action Program (CAP) to remediate detected relgases froniithe
Landfill may be required pursuant to Section 20430, title ZZWC -.should results of
an EMP warrant a CAP.

17. Site Geology

d, silt, and clay,
ent facies of silty

18.

19.

There are no_
the Landﬂl |s

shown.on Attachment "B."

21. Climatology

The precipitation in the vicinity of the Landfill is approximately 8.1 inches annually.
The evaporation rate is approximately 69 inches annually.
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22.

23.

24.

Land Uses

The land uses at and surrounding the Landfill consist of open space with no
residence or commercial building within 1,000 feet of the Landfill. The community
of Chalfant is located approximately 0.5 mile from the Landfill. Postclosure use of
the Landfill property is anticipated to include the continued operation of the transfer
station in its current location, in addition to the use of the area immédiately north
and east of the transfer structure for temporary stockpiling and mianagement of
diverted waste. Postclosure land use is not proposed over a led argas. Itis
anticipated that the remainder of the landfill site will remaingas pace but will
retain the land use designation of public or quasi-public fac1hty (PE)d

following the postclosure period. '

Closure and Post-Closure Maintenance

hen be covered by 1 to 3 inches of wood
¢ -slte waste dlversmn activities performed at

d;%;by sectlon 20080, title 27, CCR. The monitoring
s_aturated zone, groundwater and final cover materials.

Financial:Assurance

The Discharger has provided documentation that a financial assurance fund has
been developed for closure, post-closure maintenance, and potential corrective
action requirements. The fund has been developed for all landfills owned and/or
operated by Mono County. The fund meets the requirements of sections 22241
and 22245, title 27, CCR for financial assurance, as the Discharger has a pledge of
revenue fund agreement with the California Integrated Waste Management Board.
This Order requires the Discharger to report the amount of money available in the
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25.

26.

27.

28.

29.

30.

fund as part of the annual report. This Order also requires that the Discharger
demonstrate in an annual report that the amount of financial assurance is
adequate, or increase the amount of financial assurance.

Receiving Waters

The receiving waters are the groundwaters of the Owens Valley (Départment of
Water Resources Basin No. 6-12).

Lahontan Basin Plan

The Water Board adopted a Water Quality Control Plan for the,
(Basin Plan) which became effective on March 31, 4895. Thi
the Basin Plan.

Beneficial Ground Water Uses

the Owens Valley, as set forth

The present beneficial uses of the groundwate:
and defined in the Basin Plan, are;

. The prOJect consists oniy of the lnactlve status of the closed landfill and
is therefore exempt from.the provisions of the California Environmental Quality Act
blic Resources Code Sectlon 21000 et seq., in accordance with

Not;f catlon of’ Interested Parties

The Water Board has notified the Discharger and all known interested agencies
and persons of its intent to adopt Closure WDRs for the project.

Consideration of Interested Parties

The Water Board, in a public meeting, heard and considered all comments
pertaining to the discharge.
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IT 1S HEREBY ORDERED that the Discharger shall comply with the following:

l. DISCHARGE SPECIFICATIONS

A. Receiving Water Limitations

The discharge of waste shall not cause a violation of any applicable water
quality standard for receiving water adopted by the Lahontan Water Board or
State Water Resources Control Board as requ:red byt Federal.Water

existing high quality in surface waters, groumzlwaters or wetlands.
Whenever the emstmg quallty of W weter |s better: than the quallty of water

cal Ce stltuents'— Groundwaters designated as Municipal and
(MUN) shall not contain concentrations of chemical
‘excess of the Maximum Contaminant Level (MCL) or
Second w Maximum Contammant Level (SMCL) based upon drlnklng

 (Organic Chemicals), Table 64449 -A of Section 64449 (SMCL —

; umer Acceptance Contaminant Levels), and Table 64449-B of
Section 64449 (SMCL — Consumer Acceptance Contaminant Level
Ranges).

4. Chemicals — Waters shall not contain concentrations of chemical
constituents that adversely affect the water for beneficial uses.

5. Radioactivity — Radionuclides shall not be present in concentrations
that are deleterious to human, plant, animal, or aquatic life, or that
result in the accumulation of radionuclides in the food chain to an
extent that it presents a hazard to human, plant, animal, or aquatic
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life. Waters shall not contain concentrations of radionucildes in
excess of limits specified in CCR, title 22, section 64443.

B. Taste and Odors — Groundwaters shall not contain taste or odor-

producing substances in concentrations that cause nuisance or that
adversely affect beneficial uses. For groundwaters designated as

7. The waste discharge shall not resultin any:ge
taste, or foaming in surface or groundwaters.

REQUIREMENTS AND PROHIBITIO

Il.

~The dlscharge of solid wastes, leachate, or any other deleterious
. materiéfto the groundwaters of the Owens Valley is prohibited.

closed disposal site shall be protected from inundation, washout,
or erosion of wastes and erosion of covering materials resulting from
a storm or a flood having recurrence interval of once in 100 years.

5. Surface drainage from tributary areas, and internal site drainage from
surface or subsurface sources shall not contact or percolate through
solid wastes discharged at the site.

B. The exterior surfaces of the closed disposal site shall be graded to
promote lateral runoff of precipitation and to prevent ponding.
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7. Water used for dust control operations shall be limited to a minimal
amount. A "minimal amount” is defined as that amount which will not
result in runoff.

8. All water used for dust control shall not contain detected
concentrations of volatile organic compounds (VOCs).

9. The Discharger shall remove and relocate any wasf‘ ‘which is or has
been discharged at the closed disposal site in vilation of these
requirements. -

flooding; slope failure, or other change in site conditions, which could
- air the integrity of waste containment facilities or of precipitation
and drainage control structures.

Pursuant to California Code of Regulations, title 27, section 21090,
subdivision (a){4)(C), the Discharger shall repair, in a timely manner,
any breach or other cover problem discovered during the periodic
inspection of the Landfill cover. Repairs to the upper soil cover
material must follow a Construction Quality Assurance (CQA) plan, as
required in section 20323 and defined in section 20324, title 27, CCR,
and the Final CPCMP.
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C. Evaluation Monitoring Program

18.  Pursuant to California Code of Regulations, fitle 27, section 20324,
the Discharger is required to carry out the construction of the final
cover in accordance with a CQA plan certified by an appropriately
registered professional. If the Water Board finds that any construction
of the final cover system was undertaken in the absence of the CQA
plan that satisfies the requirements of section 20324, the Water Board
shall require the Discharger to undertake any corrective construction
needed to achieve such compliance.

B. Detection Monitoring Program

The Discharger shall maintain a DMP as reqmred in section 20420
CCR.

The Discharger shall maintain the:EMR.as Iong_as—there is statistically
significant evidence of a release “from the:Landfill as: 1szrequired in section
20425, title 27, CCR.

Corrective Action Program

» when required pursuant to section
ults of the EMP warrant a CAP.

" wpstatistical Analyses

The Discharger shall determine whether there is significant physical
evidence of a release from the Landfill. Significant physical evidence may
include unexplained volumetric changes in the Landfill, unexplained stress in
biological communities, unexplained changes in soil characteristics, visible
signs of leachate migration, and unexplained water table mounding beneath
or adjacent to the Landfill, or any other change in the environment that could
reasonably be expected to be the result of a release from the Landfill.
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C. Verification Procedures

1. The Discharger shall immediately initiate verification procedures, as
specified below, whenever there is a determination by the Discharger
or Executive Officer that there is statistical or non-statistical evidence
of a release. If the Discharger declines the opportunity:to conduct
verification procedures, the Discharger shall submi ‘aTtechnlcaI report,
as described below, under the heading Technic
Verification Procedures. E

Water Board by certified mail the
cedure, as well as all concentration data
within 7 days of the last laboratory

r shall deétermine, within 45 days after completion of
r there is measurably significant evidence of a

meastirably 5|gntfcant e\ndence of a release, the Dlscharger shall
'mmedtately notify the Water Board by certified mail. The Executive
- Officer may make an independent finding that there is statlstlca]
evadence of a release.

If the Discharger or Executive Officer verifies evidence of a release,
the Discharger is required to submit, within 90 days of a determination
that there is or was a release, a technical report pursuant to section
13267(b) of the California Water Code. The report shall propose an
EMP OR make a demonsiration to the Water Board that there is a
source other than the Landfill that caused evidence of a release.

D. Technical Report Without Verification Procedures

If the Discharger chooses not to initiate verification procedures, a technical
report shall be submitted pursuant to section 13267(b) of the California
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Water Code. The report shall propose an EMP OR attempt to demonstrate
that the release did not originate from the Landfill.

V. PROVISIONS

A. Rescission of Waste Discharge Reguirements

B. Closure Plan Approval

The Final CPCMP, dated February 29, 2008-“5“‘ :
final cover, is approved.

C. Standard Provisions

The;Dlscharger shall comply with the "General Provisions for
"nltorlng and Reporting," dated September 1, 1994, Wthh s

CompletlonfMon[torlnq

he Flnal CPCMP shall be updated if there is a substantial change in
operations. A report shall be submitted annually indicating conformance with
existing operations.

F. Time Schedule

Pursuant to California Code of Regulations, title 27, section 21880, the

Discharger shall submit to the Water Board a certification, under penalty of
perjury, that the solid waste landfill has been closed in accordance with the
Final CPCMP and the CQA plan. The certification, which shall include any
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other documentation as necessary to support the certification, shall be
incorporated into the CPCMP. This report shall be submitted to the Water
Board no later than 180 days after completion of construction activities. The
certification shall be completed by a California registered civil engineer or a
California certified engineering geologist and include a report with supporting
documentation.

G. Financial Assurance

Lahontan Region, on April 16, 2009-"

HAROLD J. SINGER
EXECUTIVE OFFIC!

Attachments:= )
: Landﬂ[ Footprint of Waste and Topography
Standard Provisions for Waste Discharge Requirements

09/CHALFANT/RGV-2009-tentative ChalfantLF
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ATTACHMENT C

CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
LAHONTAN REGION

STANDARD PROVISIONS
FOR WASTE DISCHARGE REQUIREMENTS

Inspection and Entry

The Discharger shall permit Regional Board staff:

a.

c.

d.

to enter upon premises in which an effluent source is located or in which any
required records are kept;

to copy any records relating to the discharge or relating to compliance with the
Waste Discharge Requirements (WDRs);

to inspect monitoring equipment or recerds; and

to sample any discharge,

Reporting Requirements

a.

Pursuant to California Water Code 13267(b), the Discharger shall immediately
notify the Regional Board by telephone whenever an adverse condition occurred as
a result of this discharge; written confirmation shall follow within two weeks. An
adverse condition includes, but is not limited to, spills of petroleum products or toxic
chemicals, or damage to control facilities that could affect compliance.

Pursuant to California Water Code Section 13280 (c), any proposed material
change in the character of the waste, manner or method of treatment or disposal,
increase of discharge, or location of discharge, shall be reported to the Regional
Board at least 120 days in advance of implementation of any such proposal. This
shall include, but not be limited to, all significant soil disturbances.

The Owners/Discharger of property subject to WDRs shall be considered to have a
continuing responsibility for ensuring compliance with applicable WDRs in the
operations or use of the owned property. Pursuant to California Water Code
Section 13260(c), any change in the ownership and/or operation of property subject
to the WDRs shall be reported to the Regional Board. Notification of applicable
WDRs shall be furnished in writing to the new owners and/or operators and a copy
of such notification shall be sent to the Regional Board.

If a Discharger becomes aware that any information submitted to the Regional
Board is incorrect, the Discharger shall immediately notify the Regional Board, in
writing, and correct that information.

Reports required by the WDRs, and other information requested by the Regional
Board, must be signed by a duly authorized representative of the Discharger.
Under Section 13268 of the California Water Code, any person failing or refusing to
furnish technical or monitoring reports, or falsifying any information provided
therein, is guilty of a misdemeanor and may be liable civilly in an amount of up to
one thousand dollars ($1,000) for each day of violation.
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f. If the Discharger becomes aware that their WDRs {(or permit) are no longer needed
{because the project will not be built or the discharge will cease) the Discharger
shall notify the Regional Board in writing and request that their WDRs (or permit) be
rescinded.

3. Right to Revise WDRs

The Regional Board reserves the privilege of changing all or any portion of the WDRs upon
legal notice to and after opportunity to be heard is given to all concerned parties.

4, Duty to Comply

Failure to comply with the WDRs may constitute a violation of the California Water Code
and is grounds for enfoercement action or for permit termination, revocation and re-
issuance, or modification.

5. Duty to Mitigate

The Discharger shall take all reasonable steps to minimize or prevent any discharge in
violation of the WDRs which has a reasonable likelihood of adversely affecting human
health or the environment.

B. Proper Operation and Maintenance

The Discharger shall at all times properly operate and maintain all facilities and systems of
treatment and control (and related appurtenances) that are installed or used by the
Discharger to achieve compliance with the WDRs, Proper operation and maintenance
includes adequate laboratory control, where appropriate, and appropriate quality assurance
procedures. This provision requires the operation of backup or auxiliary facilities or similar
systems that are installed by the Discharger, when necessary to achieve compliance with
the conditions of the WDRs.

7. Waste Discharge Requirement Actions

The WDRs may be modified, revoked and reissued, or terminated for cause. The filing of
a request by the Discharger for waste discharge requirement modification, revocation and
re-issuance, termination, or a notification of planned changes or anticipated
noncompliance, does not stay any of the WDRs conditions,

8. Property Rights

The WDRs do not convey any property rights of any sort, or any exclusive privileges, nor
does it authorize any injury to private property or any invasion of personal rights, nor any
infringement of federal, state or local laws or regulations.

9. Enforcement
The California Water Code provides for civil liability and criminal penalties for violations or

threatened violations of the WDRs including imposition of civil liability or referral to the
Attorney General.
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10.

11.

12.

13.

14.

15.

Availability

A copy of the WDRs shall be kept and maintained by the Discharger and be available at all
times to operating personnel.

Severability

Provisions of the WDRs are severable. If any provision of the requirements is found
invalid, the remainder of _the requirements shall not be affected.

Public Access

General public access shall be effectively excluded from treatment and disposal facilities.

Transfers

Providing there is no material change in the operation of the facility, this Order may be
transferred to a new owner or operation. The owner/operator must request the transfer in
writing and receive written approval from the Regional Board's Executive Officer.

Definitions

a. "Surface waters" as used in this Order, include, but are not limited to, live streams,
either perennial or ephemeral, which flow in natural or artificial water courses and
natural lakes and ariificial impoundments of waters. "Surface waters" does not
include artificial water courses or impoundments used exclusively for wastewater
disposal.

b. "Ground waters" as used in this Order, include, but are not limited to, all subsurface
waters being above atmospheric pressure and the capillary fringe of these waters.

Storm Protection

All facilities used for collection, transport, treatment, storage, or disposal of waste shall be
adequately protected against overflow, washout, inundation, structural damage or a
significant reduction in efficiency resulting from a storm or flood having a recurrence
interval of once in 100 years.

s/BO INFO/PROVISIONS({File: standard prov3)



CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
LAHONTAN REGION

MONITORING AND REPORTING PROGRAM
NO. R6V-2009-(TENTATIVE)
WDID NO. 68260300004

FOR
CHALFANT CLASS Ill LANDFILL

Mono County

WATER QUALITY PROTECTION STANDARD

A.

constituent of concemn, the point gfcompliance, and_all water quality
monitoring points. The Landfill is currently__l_,lnder a Detection Monitoring

Program (DMP). This MOI’HtOI’II‘Ig and Reporting Program will continue to
maintain the DMP for the existiig.Landfill and: the Discharger must submit a

giigpiﬁcant water quality changes due to either seasonal fluctuations or other
reasons unrelated to waste management activities at the site, the Discharger
may request modification of the WQPS.

B. Groundwater

1. Constituents of Concern

The constituents of concern include all the waste constituents, their
reaction products, and hazardous constituents that are reasonably
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expected to be in or derived from waste contained in the Landfill. The

_constituents of concern for the Landfill are those listed in Tables 1 and
2 for the specified monitored medium. The Discharger shall monitor
all constituents of concemn every five years, or more frequently as
required in accordance with a DMP.

2. Monitoring Parameters

Monitoring parameters are constituents of concern that are the waste
constituents, reaction products, hazardous constitients, and physical

parameters that prowde a reliable indication oj a eh_aase» Tom the

more frequently as required in an EMP:

3. Concentration Limits

For a naturally occurring canstltuenj of concern, during detection
monitoring and evaluation monltormg, the concentration limit for each
constituent of concerh:shall be determined as follows:

] s greater than background (CLGB) for
) e.action may be proposed by the discharger in

' accorda e with CCR, title 27, section 20430 after proposed
orrective action measures revea[ that it is technically and
economically infeasible to achieve background levels.

f‘T"Updated site specific concentration limits may be established
= for Chalfant Landfill as follows:

i Upper tolerance limits (TLy) may be used to set
concentration limits for inorganic constituents by using
the mean plus two standard deviations. For inorganic
constituents that have never been detected, the
concentration fimit is the lowest method detection limit
reported (MDL). For inorganic constituents that have not
been detected with sufficient frequency to calculate the
mean and standard deviation (@ minimum of four
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detections), the concentration limit is the highest
measured concentration.

ii. Concentration limits for organic constituents, or non-
naturally occurring constituents, are based on
background conditions, which are non-detectable
concentrations (ND). Therefore, the concentration limit
for these constituents are the laborato ethod
detection limit for each compound.

In order to provide the best assurance of the ea est possrb[e

Kin =]
there has been a release of aturallroecurnng waste constituents
-non-naturally occurring waste

constituents above their reépectiv
one non-naturally occurrrng waste constituent detected above |ts
QL) indicates that a release of waste
owing an indication of a release,
ducted'to determine whether there has
|t or there is a source of the detected

release the detectlon of two non-naturally
pnstituents above the MDL as a trigger is

The point of compliance for the water standard at the Landfill is a
vertical surface located at the hydraulically downgradient limit of the
Landfill that extends through the uppermost aquifer underlying the Unit.

5. Compliance Period

The compliance period for the Landfill shalt be the number of years
equal to the active life of the Landfill plus the closure period. The
compliance period is the minimum period during which the Discharger



CHALFANT CLASS I LANDFILL -4-  MONITORING AND REPORTING
Mono County PROGRAM NO. R6V-2009-(TENTATIVE)
WDID NO. 68260300004

shall conduct a water quality monitoring program subsequent to a
release from the Unit. The compliance period shall begin anew each
time the Discharger initiates an evaluation monitoring program.

C. Unsaturated Zone

1. Monitoring Parameters and Constituents of Concern

The monitoring parameter for the unsaturated zone:ghall be methane.

Constituents of concern shall be methane and V

2. Concentration Limits

infeasible.
D. Ambient Air

1.

Monitoring Paramet

the Final Postclosure Maintenance Plan that is part of the Final Closure and
Postclosure Maintenance Plan. The purpose of this monitoring is to ensure
the integrity of the cover and evaluate the cover's capability to promote runoff
and prevent ponding. Pursuant to CCR, title 27, section 21090, the elements
addressed in the cover monitoring report shall include the items 1 through 6
on the following list. A report of the results of this monitoring addressing
items 1 through 5 shall be submitted annually, item 6 shall be addressed in
a report submitted every five years.
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1. An evaluation of the condition of the cover surface, including areas of
the vegetative cover, if any, requiring replanting;

2. Eroded portions of the cover components requiring re-grading, repair,
or (for areas where the problem persistently reoccurs) increased
erosion resistance installation:;

3. Areas where there is ponding or lacking free drainage;,

4. Areas damaged by equipment operation;

The ability of the cover to promote runoff; and

5 everyfi ve“ye or Appendlx I and Appendrx 1 constltuents as
deﬂned in 40 CFR, Part 258. Monitoring parameters and schedules
fare summarized in Table 1 below.

S I\ﬁonitorinq Points

The Landfill currently has four wells for monitoring groundwater
quality, wells MW-1, MW-2, MW-3, and MW-4. The upgradient
well (MW-1) monitors groundwater that flows into the Landfill
area from the hydraulically higher portion of the drainage basin,
and therefore provides background chemistry for constituents
of concern. The downgradient wells (MW-2, MW-3, and MW-4)
monitor groundwater that has passed beneath the waste
footprint, providing an early warning in the event of a
contaminant release from the landfill.
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b. Monitoring Parameters and Constituents of Concern

Groundwater samples are to be collected and submitted for
laboratory analysis at all monitoring points for the monitoring
parameters according to the schedule in Table 1 below.

c. Aaguifer Parameters

The aquifer characteristics listed in Table 1 Eelow shall be
calculated and reported in graphic and tabular form gemi-
annually. '

d. Monitoring Frequency

eris a wed, under section 20400(a)(2),
to caiculate using a formula based system,

suan tb section 20415(e){(10)(B), title 27, CCR.

“The-concentration limit for each man-made organic
constituent, which is not proven to have originated from
a source other than the Landfill, is a iaboratory detection
limit for that constituent.

Unsa urated Zone

a. Monitoring Points

The unsaturated zone monitoring system at the Landfill shall
consist of four soil gas sampling locations. The soil gas
monitoring points are shown on Attachment A of this Monitoring
and Reporting Program.

The unsaturated zone (vadose zone) monitoring period shall
coincide with the groundwater monitoring period. Gas readings
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shall be monitored from the landfill gas monitoring wells on a
semi-annual basis in accordance with Table 2 of this Monitoring
and Reporting Program. The Discharger may use field
monitoring equipment to monitor for methane gas in all vadose
zone gas wells, following stabilization of oxygen, carbon
dioxide, and methane reading concentrations, where the
readings do not fluctuate more than 5 percent. If the methane
gas concentration for a single monitoring point reaches or
exceeds a threshold value defined as 5 pe t_""by volume

analytes and VOCs using USEPA met
acceptable alternative method.

3. Ambient Air

a, Monitoring Poinis

Field instrumentatioprwillbe, used to rzlggitor for the presence of

, Landﬁu.inébection

-:Annually prior to the anticipated rainy season, but no later than 30
September, the Discharger shall conduct an inspection of the Landfill.
The inspection shall assess damage to the drainage control system,
groundwater monitoring equipment (including wells, etc.}, the adequacy
of the wood chip cover to protect the soil cover, and shall include
adequate observations to assess the Landfill condition. Any necessary
construction, maintenance, or repairs shall be completed by 31 October.
The Discharger shall include in the annual report a description of the
results of the inspection and repair measures implemented, if any,
including photographs of the problem and the repairs.
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Storm Events

The Discharger shall inspect all precipitation, diversion, and drainage
facilities for damage within 10 days following major storm events.
Necessary repairs shall be completed within 30 days of the
inspection. The Discharger shall report any damage and subsequent
repairs within 45 days of completion of the repairs, including
photographs of the problem and repairs. =

The Discharger is responsible for ensuring that the laboratg /
certified laboratory, and the laboratory analyses of all samples
Points meets the following requirements:

A.

Method Selection

or parameter that is found in concentratlﬂ
non-numerical determinations.(i.e. ‘trace)

MDL or practical quantitation limit (PQL)
a result of the presence of other constltuents

for any glvenf
either of natural Iig
sample:

rrg'shéll be accompanied by both the (nominai or estimated) MDL and PQL -
values for thét 'analytical run. The PQL shall reflect the quantitation

boratory PQLs reported by the laboratory shall not simply be restated from
JSEPA analytical method manuals. Laboratory derived PQLs are expected
to-closely agree with published USEPA estimated quantitation limits (EQLS).

Estimated MDL and PQL

The MDL and PQL shall be derived by the laboratory for each analytical
procedure, according to State of California laboratory accreditation
procedures. Both limits shall reflect the detection and quantitation
capabilities of the specific analytical procedure and equipment used by the
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lab. If the lab suspects that, due to a change in matrix or other effects, the
true detection limit or quantitation limit for a particular analytical run differs
significantly from the laboratory-derived MDL/PQL values, the results shall be
flagged accordingly and an estimate of the detection limit and/or quantitation
limit actually achieved shall be included.

D. Quality Assurance/Quality Control Data

All Quality Assurance/Quality Control (QA/QC) data shall ,t_) r“eported along

1.

2.

. dentlty of sample and of the actual monitoring point designation from
which it was taken, along with the identify of the individual who
cbtained the sample;

2. ‘ Date and time of sampling;

3. Date and time analyses were started and completed, and the name of
personnel performing each analysis;

4. Complete procedure used, including method of préserving the sample
and the identity and volumes of reagents used;
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5. Chromatographs and calculations of results;
B. A complete chain of custody log; and,
7. Results of analyses, and the MDL and PQL for each analysis.
F. Release [ndication and Retest Procedure

ata release has been discovered and
g te requirements.

retested tHe results of the entire VOC test method analyzed shall he
reported

| Tabie 1. Groundwater Monitoring Program

Parameters = Units EPA Method’ | Sampling/Reporting
Frequency

Field/Aquifer Parameters

Slope of Groundwater Gradient Percent Not applicable | Semi-annual

Direction of Groundwater Gradient | Degrees Not applicable | Semi-annual

Velocity of Groundwater Flow Feet/year Not applicable | Semi-annual

Depth to Groundwater Feet bgs Not applicable | Semi-annual

Static Water Level Feet above mean | Not applicable | Semi-annual
sea level

Electrical Conductivity Microhos/centim | 120.1 Semi-annual
eter

pH pH units 150.1 Semi-annual
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Temperature Degrees C 1701 Semi-annual
Turbidity NTUs 180.1 Semi-annual
Monitoring Parameters

Total Dissolved Solids Milligrams/liter E160.1 Semi-annual
Anions — Chloride, sulfate, nitrate | Milligrams/liter Various Semi-annual
Volatile Organic Compounds® Micrograms/liter | 8260B Semi-annual

(+ oxygenates)

Constituents of Concern

Appendix | Constituents® Various Various
Appendix || Constituents® Various Various
Notes:

1. The Discharger shall analyze for all constituents using the US EnvironmentalPr
(USEPA) analytical methods indicated or the most recentiy approved SW-846 'L
other equivalent USEPA method.

As defined in Appendix |, 40 CFR, Part 258.
As defined in Appendix I, 40 CFR, Part 258.

W

Table 2. Landfill Gas Mi

Parameter Units E?%'Sampiing:'R.c.-}mrting
5 Frequency
Methane Semi-annual
Constituents of Concern
Volatile Organic Compounds TO-14A or Semi-annual®
TO-15

Notes:
1. ppm = parts per million
2. VOCs will be analyzed should th

percent by volume |

In order to dg‘-:;_‘_gg-_z?r‘miné if-any new releases have occurred from the Landfill,

evaluation.of data will be conducted using statistical and non-statistical methods.

Perfb‘ifp_g_qi::e Standards

All data analyses methods (statistical or non-statistical) shall meet the
requirements of CCR, title 27, section 20415, subdivision ()(9).

B. Retest is Part of the Method

In the event that an approved data analysis method provides a preliminary
indication that a given Monitoring Parameter has exhibited a measurably
significant increase at a given Monitoring Point, the Discharger shall conduct
a verification procedure in the form of a discrete retest, in accordance with
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CCR, title 27, section 20415, subdivision (e}(8)(E). The retest is part of the
data analysis method; therefore, a measurably significant increase exists
only if either or both of the retest samples validates the preliminary indication.

C. Limited Retest Scope

For any given groundwater monitoring point, the discharger shall perform the
verification procedure only for those Monitoring Parameters that have shown
a preliminary indication at that well during a reporting period=

D. Non-statistical analyses:

1. Physical Evidence

elements

2. Time Series Plots

V.

“ann 'al basis as described in Table 1 and summarized in this MRP.
Reports shall be submitted to the Water Board within 45 days
following the end of the period for which the monitoring was
performed. The reports will include, but are not limited to, the
following:

a. Tabulated water level and groundwater chemistry data,
including historic and current monitoring events;

b. A map illustrating all of the monitoring points, groundwater
contours, and flow direction;
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c. Results of sampling and laboratory analyses of groundwater,
soil pore liguids, and/or soil gas;

d. Field monitoring sheets and well sampling data sheets;

e. A letter summarizing the essential points in each report shall
accompany each report. The letter shall include a discussion of
any violations of the waste discharge reqwrements found since

the last report was submitted and shaﬂ describe actions taken

;.:ursuant to:California Code of Regulations, title 27, section 20420,
- subdivision (g), every five years the Discharger shall sample for COCs
n accordance with Part [1.C.1.d, with successive direct monitoring
;.efforts being carried out alternately during January 1 through June 30
of one 5-year sampling event, and July 1 through December 31 of the
next 5-year sampling event, and every fifth year, thereafter. The first
o-year COC sampling event shall take place during January through
June 30 of 2015. The 5-year COC Report shall be submitted no later
than 45 days following the period.

B. Unscheduled Reports To Be Filed With The Water Board

The following reports shall be submitted to the Water Board as specified
below:
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1. Notice of Tentative Release

Should the statistical or non-statistical data analysis indicate, for a
given constituent of concern, that a new release is tentatively
identified, the Discharger shall:

a. immediately notify the Water Board verbally as fo the
monitoring point(s) and constituent(s) or para g:ter(s) involved.

= venfcatloh proceaures or decides not to make a demonstration that a
source other than the Landfill is responsible for the new release, the
,._j‘new release will be considered verified.

The Discharger shall, within 180 days of verifying a new release,

==, submit a Preliminary Engineering Feasibility Study pursuant to CCR,
o title 27, section 20420, to preliminarily propose methods for corrective

action.

4. Groundwater Monitoring Well Logs

Pursuant to CCR, title 27, section 20415, subdivision (e)(2), all
monitoring wells and all other borings (including but not limited to gas
monitoring wells) drilled to satisfy the requirements of this MRP shall
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be drilled by a licensed drilling contractor (or by a licensed drilling
crew under the direct supervision of the design engineer or
professional geologist), and shall be logged during drilling under the
direct supervision of a person who is a California licensed professional
geologist or civil engineer, who has expertise in stratigraphic well
logging. These logs shall be submitted to the Water Board and to the
Department of Water Resources (DWR) within 90 days after well
construction.

Significant Earthquake Event

REPORTING

A.

The Discharg
Reporting;* dat
de parto

Included with the Annual Repon, on or before March 30 every year, the
Dlscharger shall submit an annual financial assurance report fo the Water
<. Board. This report shall summarize the amount of money available in the
- =fund for Closure, Post Closure, and Corrective Action Monitoring. This report
“should also provide a demonstration that the amount of financial assurance
is"adequate, or the need to increase the amount of financial assurance based
on inflation or other factors. The report must reference the most recent plans
that form the basis of cost estimates. A detailed evaluation of those costs
must be made. A signed statement must be provided, under penalty of
perjury, by an official of the company that the costs are adequate.



CHALFANT CLASS III LANDFILL -16 - MONITORING AND REPORTING
Mono County ) PROGRAM NO. R6V-2009-(TENTATIVE)
WDID NO. 68260300004

C. Summary of Reporting Freguency

Reports required by this MRP are listed below.

Report Designation Monitoring Period Due Date
1% Semi-annual Monitoring Report January 1 — June 30 August 15
2" Semi-annual Monitoring Report* July 1 — December 31

Annual Landfill Inspection* January 1 — December 3
Annual Monitoring* January 1 — December.
Annual Cover Performance® January 1 — December 3

Financial Assurance* January 1 — Decembe :

‘ *may be combined into one report

Ordered by:

HAROLD J. SINGER
EXECUTIVE OFFICE

Aftachments: A.

BB/rp BO2008/Chalfant/RE
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ATTACHMENT B

CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
LAHONTAN REGION

GENERAL PROVISIONS
FOR MONITORING AND REPORTING

SAMPLING AND ANALYSIS

a.

All analyses shall be performed in accordance with the current edition(s) of
the following documents:

i Standard Methods for the Examination of Water and Wastewater

i Methods for Chemical Analysis of Water and Wastes, EPA

All analyses shall be performed in a laboratory certified to perform such
analyses by the California State Department of Health Services or a
laboratory approved by the Regional Board Executive Officer. Specific
methods of analysis must be identified on each laboratory report.

Any modifications to the above methods io eliminate known interferences
shall be reported with the sample results. The methods used shall also be
reported. If methods other than EPA-approved methods or Standard
Methods are used, the exact methodology must be submitted for review and
must be approved by the Regional Board prior to use.

The Discharger shall establish chain-of-custody procedures to insure that
specific individuals are responsible for sample integrity from commencement
of sample collection through delivery to an approved laboratory. Sample
coliection, storage, and analysis shall be conducted in accordance with an
approved Sampling and Analysis Plan (SAP). The most recent version of the
approved SAP shall be kept at the facility.

The Discharger shall calibrate and perform maintenance procedures on all
monitoring instruments and equipment to ensure accuracy of measurements,
or shall insure that both activities will be conducted. The calibration of any
wastewater flow measuring device shall be recorded and maintained in the
permanent log book described in 2.b, below.

A grab sample is defined as an individual sample collected in fewer than 15
minutes.

A composite sample is defined as a combination of no fewer than eight
individual samples obtained over the specified sampling period at equal
intervals. The volume of each individual sample shall be proportional to the
discharge flow rate at the time of sampling. The sampling period shall equal
the discharge period, or 24 hours, whichever period is shorter.
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2. OPERATIONAL REQUIREMENTS

a.

Sample Resuits

Pursuant to California Water Code Section 13267(b}, the Discharger shall
maintain all sampling and analytical results including: strip charts; date, exact
place, and time of sampling; date analyses were performed; sample
collector's name; analyst's name; analytical techniques used; and results of
all analyses. Such records shall be retained for a minimum of three years.
This period of retention shall be extended during the course of any
unresolved litigation regarding this discharge, or when requested by the
Regional Board.

Operational Log
Pursuant to California Water Code Section 13267(b), an operation and

maintenance log shall be maintained at the facility. All monitoring and
reporting data shall be recorded in a permanent log book.

3. REPORTING

a.

For every item where the requirements are not met, the Discharger shall
submit a statement of the actions undertaken or proposed which will bring the
discharge into full compliance with requirements at the earliest time, and shall
submit a timetable for correction.

Pursuant to California Water Code Section 13267(b), all sampling and
analytical results shall be made available to the Regional Board upon
request. Results shall be retained for a minimum of three years. This period
of retention shall be extended during the course of any unresolved litigation
regarding this discharge, or when requested by the Regional Board.

The Discharger shall provide a brief summary of any operational problems
and maintenance activities to the Board with each monitoring report. Any
modifications or additions to, or any major maintenance conducted on, or any
major problems occurring to the wastewater conveyance system, treatment
facilities, or disposal facilities shall be included in this summary.

Monitoring reports shall be signed by:

I. In the case of a corporation, by a principal executive officer at least of
the level of vice-president or his duly authorized representative, if such
representative is responsible for the overall operation of the facility
from which the discharge originates;

ii. In the case of a partnership, by a general partner;

il In the case of a sole proprietorship, by the proprietor; or
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iv. In the case of a municipal, state or other public facility, by either a
principal executive officer, ranking elected official, or other duly
authorized employee.

e. Monitoring reports are to include the following:

i. Name and telephone number of individual who can answer questions
about the report.

ii. The Monitoring and Reporting Program Number.
iii. WDID Number.
f. Modifications

This Monitoring and Reporting Program may be modified at the discretion of
the Regional Board Executive Officer.

4, NONCOMPLIANCE

Under Section 13268 of the Water Code, any person failing or refusing to furnish
technical or monitoring reports, or falsifying any information provided therein, is
guilty of a misdemeanor and may be liable civilly in an amount of up to one
thousand dollars ($1,000) for each day of violation under Section 13268 of the
Water Code. '
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